
Through Dovetails

Cutter Position

Marker Position

Front Stop

Square Mark

2.  Select the required
Dovetail Bit
to the correct size for
the boards to be joined.

3. The Test Sticks
Make two test sticks, one thin and one
thicker.
Place the thin one in cutter position and
zero the cutter onto the top of it.

Parallelogram

Centre Plate

Spirals

Guide Rails are
removed.

1. Set up the WoodRat
With the Centre Plate in place, set the left
hand spiral so that the router will cut square.



Test Stick

Board for pins

5.  Cutting a test socket
Plunge the cutter and cut
a socket in the top of the
test stick.

4.  Depthing the Cutter
Zero the Dovetail Cutter onto
the top of the stick. Use one
of the boards for pins to
depth the cutter with.

6. Making the Mark
Without moving the Bar, move the stick
with its dovetail socket to the Marker
Position and draw the size and shape
of the dovetail cutter onto the face of
the WoodRat using the socket as a
stencil. This makes Ôthe MarkÕ.

7 .  Cutting the Groove
Without moving the Bar, place the
thicker test stick directly up under the
cutter.  Push the router away, Squeeze
it upward a fraction and Cam it in.
Switch on and bring the router forward
to cut a shallow groove in the top of
the stick

Put the two test sticks aside for the
moment.




