Addendum

New Parts

The aluminium Dust Chute has
- been replaced by a yellow moulded
nylon piece. It slots into the cutter

gap in the WoodRat channel.

— The wooden Cutter Block has been
et } replaced by a blue nylon block that
slots into the dust chute.

The Fixed Fences are also now
made from tough glass-
reinforced nylon.

The Jacobs Power Collet

The Jacobs Power Collet
mentioned on page 32 is no
longer being produced.

Spiral Settings

Unlike the cutter settings chart in the video, the chart in this manual
(page 139) does not show Spiral settings. Instead you can get the
exact settings by following the method described on page 140.

However, the chart overleaf gives both the Spiral and the Button
settings for WoodRat cutters. The button setting should be exact,
but the Spiral settings can be fine tuned for a perfect fit using a
test stick.
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Button and Spiral settings. / /
Whereas the Button settings are correct and are set first,
the spiral settings may need to be varied to fine adjust
the fit of the dovetail pin.
Button setting
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Spiral setting
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Reference No. Reference No. ¢ __________ - i
42 - 49 | 585
bel WRE7T-84  j=i4 /81 %3 __________ 69
DC 2 WR-8-7-12-6 6 4%6 5%6 65.5/3
ARV . 525/ 1595/ 169
DC 2A 8-l 7 73 63 | 60
DC 3 WR-8-7-16-8 g 2 | 63 | 725
69 ! 61 S7
DC 3A WR-8-720-10 10 63 . 70 795
65 | 95 52
DC4 WR-8-7-24-12 g 10 10 o 86.5
59 | o1 49
Use raising plates 7 T """""""""
48 | 43 | 34
DC 6 WRH-6:27-15 ] 15 - 84
| | 91
| . 101
DC 7 || WR-H-6-36-20 N 20 | |
§ ; 70
v 117
WR-H-6-50-28\ 26
ol
DC8

20 March 02



